
DIGI?A'- D},TA DRIVE.
1i{S? &UC'II Or'ls

I:rs!aIIatioa oi the AD}j1 Digi::1 Dala Drive is qui.:
easlr a]ld iast by following these simpie i:]si.rctioDs. You
wilL :reed only a coirl or flat fac" screr'/drir./er aid a
cross-poiilt screwdrive!. BEfORE AlT-uiPTIii-G AIJY S:RViCt io
TIjI }'JA:l COTPIJTEP, I}TSI]F5 T.']AI THE COI.PUTER IS DISCCIN]ECT 1il
A}]D TIiN POI.TER CORD P!i,1OVED FP.OI1 TIE I/iAIC SOCI(EA.

I) liith a c.in or flat face scre'.,/driver. pry open the to:)
paiel of the AiA-\! I,lero ril Console (CPU) an.'l renove the Dane1.
Se_- it aside in a safe Piace.

2) IIote tha+- the erpty window of the CPU is held in place
wi:h t',io (2) se]f tapping screws cn the insicle of tne CPU-
Reiove these tro screirs anC the windca assejlbly will slide
s..!rqhi1l. forl.ard for relxova1. qe: asije for no\v. lTorr' renove
e thiid sc!e1./ which is pro:ni:':ei:17 nar:keA 'rF (G?,ct-l:lD) ". Do
1-rot loose this sc:ew -

l) To i:r::dl'- tre ne:, DigitaL n1:? rr'._re, si:'rL- i_s-::
the Drrve into the space left by the windcw a:lC align the
r,6ar grcu.ding tab with the grounding socket irl tle CPII .
ReDlace the screl? renove,l fron this sockeF, as descrice-i ir
S:e-. 2 aDove and tighcen s.-1Lrgly,

4) Replace the t1,/o self taDpiag scr:elrs renoveC ii1 Steir 2

into the mouliting tabs ai the leai ccrreas ct i.te rlew Daia
Driv-a. .itiohten snug1i,. DC 1']OT O\l ?llIG;IlEr].

;

5) t{ook up the Data Drive by Plugging in the contacl
sockets into places labeled "2A" and "23". iloLe that socl:el:
2A has 9 pins and 29 has onfy 8 Pins. The connectors lti-Ll
fit onfy one direction ioto the sockets, so do not iorce the
connectols i,n place.

6) once the Digital Data Drive has been hooked riP, replace
the top panel of the CPU and you fiay then reinstalt all
povrer cords anal connectors to Eake the ADAM operational.

7\ -o test the operation of the Data llrive, siirlply inseli,
a Digital Data Pack into either dlive. Depress the
"store/cet" key and the AtAl{ rrill ask you which drive to
choose from. This indicates an oDelational drive and a1I is
workinq - Retrieval of infornation frou drive 2 shoul-d be
identical to drive L. Your insta.Ilation and testinq is
coEpIete.


